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(iii) Dimensions H63, W4, L51 (if ap-
plicable) determined in accordance 
with paragraph (c) of this section. 

(iv) Rear seat volume (if applicable) 
determined in accordance with para-
graph (e) of this section. 

(v) The interior volume index deter-
mined in accordance with paragraph (b) 
of this section for: 

(A) Each body style, and 
(B) The car line. 
(vi) The class of the car line as deter-

mined in paragraph (a) of this section. 
(2) For all passenger automobiles ex-

cept station wagons and hatchbacks 
with more than one seat (e.g., with a 
second or third seat) equipped with 
seat belts as required by DOT safety 
regulations: 

(i) The quantity and letter designa-
tion of the pieces of the standard lug-
gage set installed in the vehicle in the 
determination of usable luggage capac-
ity V1, and 

(ii) The usable luggage capacity V1, 
determined in accordance with para-
graph (f) of this section. 

(3) For station wagons with more 
than one seat (e.g., with a second or 
third seat) equipped with seat belts as 
required by DOT safety regulations: 

(i) The dimensions H201 and L205 de-
termined in accordance with paragraph 
(c) of this section, and 

(ii) The cargo volume index V2 deter-
mined in accordance with paragraph 
(g)(1) of this section. 

(4) For hatchbacks with more than 
one seat (e.g., with a second or third 
seat) equipped with seat belts as re-
quired by DOT safety regulations: 

(i) The dimensions L210, L211, and 
H198 determined in accordance with 
paragraph (c) of this section. 

(ii) The cargo volume index V3 deter-
mined in accordance with paragraph 
(g)(2) of this section. 

(5) For pickup trucks: 
(i) All GVWR’s of less than or equal 

to 8,500 pounds available in the car 
line. 

(ii) The arithmetic average GVWR 
for the car line. 

[47 FR 49814, Nov. 2, 1982] 

§ 600.316–78 Multistage manufacture. 
Where more than one person is the 

manufacturer of a vehicle, the final 
stage vehicle manufacturer (as defined 

in 49 CFR 549.3) is treated as the manu-
facturer for purposes of compliance 
with this subpart. 

[42 FR 45672, Sept. 12, 1977] 

Subpart E—Fuel Economy Regula-
tions for 1977 and Later Model 
Year Automobiles—Dealer 
Availability of Fuel Economy 
Information 

SOURCE: 41 FR 49764, Nov. 10, 1976, unless 
otherwise noted. 

§ 600.401–77 General applicability. 
The provisions of this subpart are ap-

plicable to 1977 and later model year 
automobiles. 

§ 600.402–77 Definitions. 
The definitions in § 600.002 apply to 

this subpart. 

§ 600.403–77 Abbreviations. 
The abbreviations in § 600.003 apply to 

this subpart. 

§ 600.404–77 Section numbering, con-
struction. 

The section numbering procedure 
specified in § 600.004 applies to this sub-
part. 

§ 600.405–08 Dealer requirements. 
(a) Each dealer shall prominently 

display at each location where new 
automobiles are offered for sale a copy 
of the annual Fuel Economy Guide con-
taining the information specified in 
§ 600.407. The Fuel Economy Guide may 
be made available either in hard copy 
or electronically via an on-site com-
puter available for prospective pur-
chasers to view and print as desired. 
The dealer shall provide this informa-
tion without charge. The dealer will be 
expected to make this information 
available as soon as it is received by 
the dealer, but in no case later than 15 
working days after notification is 
given of its availability. The Depart-
ment of Energy will annually notify 
dealers of the availability of the infor-
mation with instructions on how to ob-
tain it either electronically or in hard 
copy. 

(b) The dealer shall display the Fuel 
Economy Guide, or a notice of where 
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